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Vehicle Date Crossbar Pad
M6 Stud 
length
(mm)

M6 
Screw 
length
(mm)

Measurement 
strip length 

per side 

Measurement 
strip length 

per side

Measurement 
Distance 

( x )
Pad

M6 Stud 
length
(mm)

M6 
Screw 
length
(mm)

Measurement 
strip length 

per side 

Measurement 
strip length 

per side

Measurement 
Distance 

( x )

Mazda 5 MPV 2011- 1180mm M472 47 35 165mm 110mm 898mm / 
35,23/64” M472 47 35 145mm 90mm 858mm / 

33,25/32”

Subaru
Impreza Hatch/ 
Sport

2017- 1260mm M472 47 35 164mm 51mm 976mm /
38 7/16” M472 47 35 141mm 51mm 930mm /

36 5/8”

Subaru 
Forester 2019 - 1260mm M472 47 35 155mm 42mm 958mm / 

37 3/4” M472 47 35 127mm 14mm 902mm /
35 1/2”

HD crossbar

IDENTIFICATION CHART

FRONT CROSSBAR REAR CROSSBAR

VA crossbar

VAVA HDHD EUROEURO

EURO crossbar

Load Rating: The roof rack is rated to 75kg/165lbs. Please refer to manufacturers handbook for your vehicles maximum roof load capacity. Always use the lower of the two figures.

If your vehicle is not listed on this fitting instruction please refer to your countries Rhino-Rack web site for the latest information.

FRONT

SUBARU fitting note:
Use REAR mount point of the 
two available under each flip-up 
window.
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